
Ex. Gravel A
rea

W
etlands by Jonathan

Sisson (Flags located in the field)

A
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ag N
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N
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Sewerline to be Installed to M
eet A

A
SH

TO
 H

-20 Spec. 

of 4' of Cover or the Pipe Shall be Insulated
M

aintain Positive Grade and Pipe Shall have a M
inim

um

 Septic D
esign Services
Hinds

Sewage D
isposal System

Scale: 1"=20'

RA
ISED

 A
D

VA
N

CED
 EN

VIRO
-SEPTIC

D
e si g n Cri te r ia

Percolation Rate: 12   M
ins/Inch

Sewage Loading:  300 gpd (*** See A
bove)

180 S.F.  of A
dvanced Enviro-Piping Required

6 Rows @
 30 L.F. of Enviro-Piping =  180     S.F.

O
riginal Ground Elevation at the H

igh Contour:  436.0
Bottom

 of System
 D

esign Elevation:  435.0
Phone: 603-934-3113  
Franklin, N

H
 03235

W
ater Table and Ledge or Im

perm
eable Layer.

Elevation:  435.0    (N
o M

ore Than 12
Bottom

 of D
isposal A

rea to be Set at

Inches A
bove the Estim

ated Seasonal H
igh

H
igh Contour) to M

aintain at Least 24
Inches Below the O

riginal Grade at the

D
esign Intent:

PU
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W
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W
a rn er , N
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A
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1.  The Contractor Shall A
dhere Strictly to these Plans.  A

long with the Provision Set 
Forth in the N

H
D

ES Subsurface Bureau M
anual "Subdivision and Individual Sewage 

D
isposal System

 D
esign Rules" D

ated O
cotber 2016 or the M

ost Current U
pdates to 

These Rules.  A
ny D

eviation to these Plans Shall Require Prior A
pproval From

 the 
D

esigner and N
H

D
ES Subsurface Bureau, A

m
ended or Revised Plans W

ill be Required. 

2.  If the Contractor D
eterm

ines, that the Existing Field Conditions are O
ther than 

Shown on These Plans.  H
e/She Shall N

O
T Com

m
ence W

ork and Shall Im
m

ediately 
N

otify the O
wner and the D

esigner for D
irection. 

3. A
ny Future Replacem

ent System
, If N

eeded, Shall be Located in the Sam
e 

Location as This D
esign, U

nless Conditions at the Tim
e of Replacem

ent D
ictate 

O
therwise.  Repair and Replacem

ents of A
ny System

 Requires Prior A
pproval from

 
N

H
D

ES Subsurface Bureau. 

4. A
ll Vegetation, Boulders and O

ther D
eleterious M

aterial Shall Be Rem
oved from

 
the O

riginal Ground Throughout the Effluent D
isposal A

rea Including the 5 Foot Fill 
Extension and Slope Em

bankm
ents Prior to Placing the Fill M

aterial. 

5. The Contractor Shall Take Extra Precautions in Preparing the Effluent D
isposal A

rea.
a.  Protect the N

atural A
bsorption Q

ualities of the Soil D
ebris.

b. Protect O
pen Excavation From

 Strom
 Runoff to Prevent the Entrance of Silts and 

c. Rake A
ll Sm

eared or Com
pacted Surface to a D

epth of 1 Inch, Rem
ove Loose 

M
aterial Before the Fill or U

niform
 Crushed Stone is Placed or, In the Case of O

ther 
System

s, The Sand Bed is Constructed. 

6. The M
inim

um
 Cover O

ver the O
utlet pipe from

 the H
ouse Shall be 12 Inches.  A

ll 
Trench Lines for Piping Shall be W

ell Com
pacted prior to Setting Pipe. 

7. SEPTIC TA
N

KS/PU
M

P CH
A

M
BERS

a.  Tanks Shall be Sealed so as to Be W
atertight. A

 Concrete Septic Tank Shall Be 
Sealed with Joint Sealant that has been Represented by its M

anufacturer or 
D

istributor as Conform
ing to A

STM
 C990-09.

b.  Bedding M
aterial Beneath a Septic Tank or Pum

p Cham
ber Shall be Com

pacted so 
as to Prevent Settling of the Ground U

nderneath the Tanks. 
c.  If the Cover O

ver the Septic Tank or Pum
ped Cham

ber is Greater than 12 Inches 
the Contractor Shall Provide a Raiser for Inspection and Cleaning , and to each 
Baffle with in the Tank. 

d.  If the Septic Tank H
as a Effluent Filter Installed the Cover O

ver Tank Shall be 
at Grade. 

e.  If a Garbage Grinder or D
isposal is or will be Installed in the Structure Served by 

the Septic Tank.  The Tank Size shall be Increased by 50
%

.

f.  If Raw Sewage is to be Pum
ped into the Septic Tank, W

hether or N
ot a Garbage 

Grinder or D
isposal is or W

ill be used the Tank Size be Twice the Liquid Capacity 
required by Env-W

q. 1010.02

g.  Septic Tank Pum
ping Schedule Should be per N

H
D

ES Env-W
q. 1023.01 or M

ore 
Frequently.  If a Garbage Grinder or D

isposal is Installed, The Tank Should be 
Pum

ped M
ore O

ften. 

8.      Sewer Lines U
nder W

heel Loads Shall be D
esigned and Installed to M

eet 
A

A
SH

TO
 H

-20 Specifications and Buried at Least 4 Feet underground or Insulated. 

9.      W
here W

ater Lines M
ust Cross Sewer Lines M

ust, the Sewer Line Shall be at 
Least 18 Inches Below the W

aterline.    The W
ater Lines M

ay be Closer than 18 
Inches A

bove the Sewer Line if the W
ater Line is Encased in Concrete or Pipe having 

an SD
R of 26 for a D

istance of 20 Feet on Both Sides of the Sewer Line. 

10.      If a W
ater Softener Exists or is Proposed to be Installed on the W

ater System
.  

The D
osing D

ischarge Shall N
O

T be Connected to the Proposed or Existing D
isposal 

A
rea.  A

 M
ini-D

ry W
ell for Gray W

ater Shall be Installed Per N
H

D
ES Env-W

q 
1022.02.

11.       D
istribution Box Shall H

ave Flow Equalizers Installed in the O
utlet Port. 

12.      This System
 has N

O
T Been D

esigned for Vehicular Traffic. System
 Should be 

Protected from
 A

ny and A
ll W

heel Traffic. 

13.      This Plan is N
O

T a Boundary Survey and is N
ot to be utilized for Boundary Line 

D
eterm

ination or For the M
atters Relating to Establishing Lot Lines.  Property Lines 

to be Verified by the O
wner Prior to Construction. 

14.      Site is N
O

T Located within the 250 Feet of the Shoreline of a Great Pond, 
U

nless O
therwise N

oted. 

Gene r a l N
ot e s

220 Lake Shore D
rive

 W
eb: H

indsdesigns.net

PU
M
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VIRO

-SEPTIC SYSTEM

PRO
FILE SECTIO

N

1'
TYP.

TYP.
1'

6"-18"

on Top of Leachfield)
(Grade Loam

 to D
rain 1%

 M
in Slope

Seeded, Fertilized and M
ulched

A
ll D

isturbed A
rea Shall be Loam

ed

M
inim

um
 of 6" Loam

 Keyed 1" into
O

riginal Ground A
round Perim

eter

6"

6"

CRO
SS SECTIO

N

Enviro-Septic W
astewater Treatm

ent System
s are A

pproved by N
H

D
ES as 

ITA
 in A

ccordance with Part Env-W
s 1024.  The System

 is D
esigned in 

A
ccordance with the A

dvanced Enviro-Septic, Enviro-Septic & Sim
ple Septic 

Leaching System
s D

esign and Installation M
anual and the Enviro-Septic 

W
astewater Treatm

ent System
 D

esign and Installation M
anual N

ew 
H

am
pshire State A

ttachm
ent.  See ITA

 A
pproval N

um
ber 2008-03-01.

RA
ISED

 A
D

VA
N

CED

the State Inspection has been Com
pleted.

Shall Rem
ain Intact and Visible U

ntil Such Tim
e

Stations U
sed for Tie Points and Benchm

arks

This Property has N
o Known Burial Site or Cem

etery 
Per Env-W

q 1003.13 (a) (3).

75' Protective W
ell RadiusProposed W

ell 

Town of Warner Building Setback Line (typ)
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32'

to be Relocated

Ex. Drainage (typ)

to be Relocated

Force MainP.

Proposed Access

Tax M
ap 3, Lot 39-2

A
rea

3.39 A
cres

Tax M
ap 3, Lot 39-2

A
rea

3.39 A
cres

Warner Road

Building 

ED
A

W
ell

PRO
PERTY SKETCH
N

ot to Scale

Proposed O
ffice and Storage 

Building 
Finish Floor Elev. 435.5

Construct 
Clean-out

5' and 97'

435.58
435.74

435.84

437.0

436.0

434.0

Project Specific N
otes:

Pum
p System

 N
otes:      

PU
M

P D
ETA

IL

Coneccting to Vent in D
-Box

4" M
in PVC Bypass M

in 12" A
bove 

PU
M

P SYSTEM
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TIA

L VEN
T

CO
N

N
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T TO

 RO
O
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T

Pum
p 

Sewage Line
Septic Tank

Septic Tank Inlet

Force M
ain

Sewage Loading:  300 gpd (*** See A
bove)

8 Em
ployees @

 35 gpd = 280 gpd

427.67

428.34

429.0

Tom
Pond

Kearsage Ave.

Warner Rd

W
EBSTER

H
O

PKIN
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N

W
A

RN
ER

D
irections:  

Take I-89 N
orth to Exit 7.  Then H

ead South on N
H

 
Route 103 and Then take Right onto W

arner Road.  Site 
is on the Right H

and Site at U
tility Pole PSN

H
 3/M

CT 
91/55.

Proposed Foundation 
D

rain O
utlet
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