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Quick Facts
• Lumen packages range from 3,300 - 73,500 (33W - 552W)
• 16 optical distributions
• 
• 
 preference requirements
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Dimensional Details

Streetworks  
GLAN Galleon II

"A"
9-1/2"  

[241mm]"B "

"A"

"B"
9 1/2"

241mm

"A"
9-1/2"  

[241mm]"B "

"A"

"B"
9 1/2"

241mm

Number of  
Light Squares Width "A" Housing Length "B"  Weight with Standard or 

QM Arm
EPA with Standard  

or QM Arm

1-4 16" 22"

5-6 22" 22"

22" 48 lb 1.1

NOTES: 
For arm selection requirements and additional line art, see Mounting Details section.

Connected Systems
• WaveLinx Lite
• WaveLinx

Standard Arm 

Light ARchitectTM

NOTES: 
1. Visit https://www.designlights.org/search/  

 1 

 2

 1 

Product Features

AVAI L AB LE

COMPLIANT OPTIONS

BAA
BUY AMERICAN ACT

Type "N"TYPE "N"
3/4" [1 9mm]

Diameter
Hole

(2) 9/1 6" [1 4mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

Pole Drilling Patterns
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Product Family 1, 2
Light Engine Color  

Temperature
Voltage Distribution Mounting Finish

Drive Current

GLAN=Galleon II
BAA-GLAN= Galleon 

TAA-GLAN= Galleon II

SA1=1 Square 
SA2=2 Squares 
SA3  
SA4=4 Squares 
SA5=5 Squares
SA6=6 Squares 
SA7=7 Squares
SA8=8 Squares
SA9=9 Squares

A
B  
C  
D  4, 17

722
727
730
735
740  
750  
760  
827
830  
AMB  15, 17

U
H  7, 29 
1  
2  
3  
4=277V 
8 7, 29 
9 7

DV
27, 28, 29

T2
T2R
T3
T3R
T4FT
T4W
5NQ
5MQ
5WQ
SL2
SL3
SL4
SLL
SLR
RW
AFL

[Blank]=Standard Pole Mount Arm
QM=Standard Pole Mount Arm with Quick 
Mount Adaptor
PA=Pole Mount, Adjustable
SP 8

MA=Mast Arm, Fixed
WM
WA
UP=Upswept Arm

AP
BZ=Bronze
BK=Black
DP=Dark Platinum
GM=Graphite 
Metallic
WH
RALXX

 

Product Family Camera Type Data Backhaul

L     D  
H  
Z

C  
A  
V  
S

R  
W
E

Ordering Information
  GLAN-SA4C-740-U-T4FT-GM

LumenSafe Integrated Network Security Camera Technology Options 

31

DIM  20

F
FF
20K 10

2L  10

TB
HA  

HSS=Installed House Side Shield 18 

GRSBK  23  

GRSWH  23  

LCF  26

TH  5

CC  3 

L90
R90
AHD145  22

AHD245  22

AHD255  22

AHD355  22

DALI
DXXXXX
details 33

UXXXXX 33

BPC  6

PR
PR7  21

FADC  32

SPB2  24

SPB4  24

SPB2/X  24

SPB4/X  24

ZW 19

ZD  19

ZW-WOBXX
15’ Mounting 19,12,13

ZW-WOFXX
19,12,13

ZD-WOBXX
19,12,13

ZD-WOFXX=
19,12,13

ZW-SWPD4XX
Mounting 19,12,13

ZW-SWPD5XX
Mounting 19,12,13

ZD-SWPD4XX
19, 12,13

ZD-SWPD5XX
19,12,13

DIM10-L20  19

DIM10-L40 19

OA/RA1016
OA/RA1027
OA/RA1201
OA/RA1013
OA/RA1014
MA1252
MA1036-XX
MA1037-XX
MA1197-XX
MA1188-XX
MA1189-XX
MA1190-XX
MA1191-XX
MA1038-XX
MA1039-XX
MA1192-XX
MA1193-XX
MA1194-XX
MA1195-XX
SRA238
LS/HSS=Field Installed House Side Shield 9, 18  

LS/GRSBK-2PK  9, 23 

LS/GRSWH-2PK  9, 23 

LS/PFS=Perimeter Shield, Black 16

WOLC-7P-10A  11, 19

WOB-XX
12,13,14,19

WOF-XX
12,13,14,19

SWPD4-XX
12,13,14,19

SWPD5-XX
12,13,14,19

NOTES: 

 
® www.designlights.org  

 
 

 
 

with the HA high ambient and sensor options at 1A. 

 
 

 
 

HSS option.  

 
 

 
 

 

 
 

 
 

labels, wattage adjustments, etc.Use GALN Product Configurator to specify lumen output, drive current and wattage. Not available with AMB.

Z=Configured 33

April 19, 2023 2:12 PM
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TYPE "R"

3/4" [19mm]
Diameter Hole

2-5/16"
[59mm]

1-1/16"
[27mm] 2-1/8"

[54mm]

(2) 5/8" [16mm]
Diameter Holes

Mounting Details  

Quick Mount Arm (QM) *

2 @ 180° 3 @ 120°
(R ound poles only )

4 @ 90°

2 @ 90° 3 @ 90°
(R ound or square poles only )

2 @ 120°
(R ound poles only)

Standard Pole Mount Arm (Standard)

Mast Arm, Fixed (MA) 

Upswept Arm (UP)* 

Quick Mount Arm (QM)* 

*NOTE: Use Type N drilling pattern 

*NOTE: Use Type N, R or M drilling pattern 

Wall Mount, Fixed (WM) 

"A"

8-5/8"  
[220mm]

9-1/2" 
[242mm]

5-5/16"
[135mm]

"B"

"A"
6"  

[149mm]

3-3/4" 
[94mm]

"B"

"A"

9-5/32"  
[233mm]

6-3/16" 
[157mm]

10-5/32" 
[258mm]

"B"

"A "
9-1/2"  

[241mm]"B "

Upswept Arm

Mast Arm, Fixed

Wall Mount, Fixed (WM)

Pole Drilling Patterns

Type "R"

Type "M"

Type "N"

Type "N"

TYPE "N"
3/4" [1 9mm]

Diameter
Hole

(2) 9/1 6" [1 4mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

TYPE "N"
3/4" [1 9mm]

Diameter
Hole

(2) 9/1 6" [1 4mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

3/4" [1 9mm]
Diameter Hole

(2) 5/8" [1 6mm]
Diameter Holes

4-7/8" [1 24mm]

2-7/16" [62mm]

2-5/16"
[59mm]

TYPE "M"

April 19, 2023 2:12 PM
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Pole Mount, Adjustable Arm (PA) 

Slipfitter, Adjustable (SP) 

Wall Mount, Adjustable (WA) 
"A "

11-3/16"  
[284mm]

6-3/16"
[157mm]

"B"

10-5/32" 
[258mm]

"A "

"B"

"A "

"B"
11-5/8 "

[296]

4-3/4"
[121]

80˚

-10˚

Range of Motion

5˚ Increments

Mounting Details  

Tilt Angle 
(Degrees)

Number of 
Light Squares Weight 1 @ 90° 2 @ 180° 2 @ 90° 2 @ 120° 3 @ 90° 3 @ 120° 4 @ 90°

0°

1-4 33.5 lb (15.2 kg) 0.85 1.70 1.46 1.66 2.31 2.25 2.35

5-6 0.86 1.71 1.62 1.80 2.35 2.50

52.5 lb (23.8 kg) 1.75 2.73 2.55 2.76

15°

1-4 33.5 lb (15.2 kg) 1.10 1.71 2.26 2.81 3.30 2.87

5-6 1.42 1.71 2.27 2.72 3.13 3.63 3.15

52.5 lb (23.8 kg) 2.67 3.22 3.65 4.38 3.72

30°

1-4 33.5 lb (15.2 kg) 1.72 1.81 2.58 3.21 3.44 3.53

5-6 2.26 3.11 4.00 5.27 4.00

52.5 lb (23.8 kg) 2.75 2.85 3.73 4.83 4.71 6.45 4.81

45°

1-4 33.5 lb (15.2 kg) 2.25 2.36 3.10 4.00 5.63 4.08

5-6 3.81 5.06 4.67 4.71

52.5 lb (23.8 kg) 3.63 3.76 3.73 6.17 8.03 5.73

60°

1-4 33.5 lb (15.2 kg) 2.63 2.77 4.58 4.34 6.21 4.48

5-6 3.46 3.51 4.32 5.84 7.01 5.22

52.5 lb (23.8 kg) 4.27 4.44 5.25 7.15 6.23 8.80 6.40

Fixture Weights and EPAs

Adjustable Arm Range of Motion

• 
• °
•

April 19, 2023 2:12 PM
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Asymmetric Area Distributions

Symmetric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control )

T4FT
(Type IV F orw ard Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control )

Rotated OpticsSpecialized Distributions

Asymmetric Roadway Distributions

AFL
(Automoti ve F rontline)

SLL
(90° Spill Light Eliminator Le ft)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II R oadw ay)

RW
(R ectangular Wide Type I)

T3R
(Type III R oadw ay)

5NQ
(Type V Square Nar row)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

Standard

Street Side

House Side

Street
Side

Street
Side

Optics Rotated Left @ 90° [L90 ] Optics Rotated Right @ 90° [R90]

House 
Side

House 
Side

Construction 
• 
• 
• 

captive fasteners

Optics
• 

•
applications

•
•

0° tilt)

Electrical
•

surge modules and control modules for ease of 

•
•

surge module
• Suitable for operation in -40°C to 40°C ambient 

 

Mounting
•

installation
•

installation
•

Finish
•

•
•

Warranty
•

Optical Distributions

April 19, 2023 2:12 PM
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Energy and Performance Data
Lumen Maintenance (TM-21) 

Drive Current
Ambient 

Temperature
25,000 
hours*

50,000 
hours*

60,000 
hours*

100,000 
hours**

Theoretical 
L70 hours**

25°C > 2.4M

40°C

50°C > 851,000

25°C > 2.4M

40°C > 1.3M

 

Lumen Multiplier

Ambient  
 Temperature

Lumen  
Multiplier

0ºC 1.02

10ºC 1.01

25ºC 1.00

40ºC

50ºC

FADC Position
Percent of Typical 

Lumen Output

1

2

3

4

5

6

7

8

10

FADC Position
Percent of Typical 

Lumen Output

1

2

3

4

5

6

7

8

10

FADC Position
Percent of Typical 

Lumen Output

1

2

3

4

5

6

7

8

10

FADC Settings  FADC Settings  FADC Settings  

April 19, 2023 2:12 PM
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Performance Table, Drive Current “A” 

Number of Light Squares 1 2 3 4 5 6 7 8 9

Nominal Power (Watts) 33 63 121 154 182 215 244 274

Input Current @ 120V 0.283 0.778 1.058 1.310 1.556 2.335

Input Current @ 208V 0.165 0.460 0.618 0.771 1.082 1.240

Input Current @ 240V 0.143 0.270 0.540 0.671 1.078

Input Current @ 277V 0.125 0.237 0.352 0.473 0.581 0.705 0.818 1.057

Input Current @ 347V 0.181 0.272 0.362 0.454 0.544 0.636 0.738 0.816

Input Current @ 480V 0.073 0.133 0.200 0.267 0.335 0.400 0.470 0.554 0.600

Optics

T2

 4,654  13,730  23,032  27,273  32,034  37,138 

Lumens per Watt  141  147  148  150  150  150  152  152 

T2R

 4,716  18,437  23,340  27,637  32,462  37,634  42,251 

Lumens per Watt  143  150  152  152  152  151  154  154 

T3

 13,538  22,711  31,587  36,620  41,112 

Lumens per Watt  145  146  148  147  148  147  150  150 

T3R

 4,735  18,513  23,436  27,751  42,425 

Lumens per Watt  143  150  153  152  152  152  155  155 

T4FT

 4,617  13,622  18,051  22,851  27,058  31,782  36,847  41,366 

Lumens per Watt  140  146  146  148  148  151  151 

T4W

 4,631  13,662  18,104  27,138  31,876  41,488 

Lumens per Watt  140  146  147  150  148  151  151 

SL2

 13,627  18,058  22,860  36,861  41,383 

Lumens per Watt  140  146  147  148  148  151  151 

SL3

 4,586  13,531  31,571  36,602 

Lumens per Watt  145  145  148  147  148  147  150  150 

SL4

 13,363  17,708  22,417  26,544  31,178  36,146  40,580 

Lumens per Watt  137  143  144  146  146  146  145  148  148 

5NQ

 14,247  18,880  28,301  33,242  43,266 

Lumens per Watt  146  152  153  156  155  155  155  158  158 

5MQ

 4,853  14,318  24,020  28,442  33,407  38,731  43,482 

Lumens per Watt  147  153  154  157  156  156  155 

5WQ

 4,843  14,288  28,382  33,337 

Lumens per Watt  147  153  154  156  156  156  155  158  158 

SLL/
SLR

 11,768  23,375  27,456  31,831  35,736 

Lumens per Watt  121  126  127  128  128  128  130  130 

RW

 4,774  14,085  18,665  23,628  32,863  38,100  42,774 

Lumens per Watt  145  151  151  154  153  154  153  156  156 

AFL

 4,673  13,785  18,268  23,126  27,384  32,164  41,864 

Lumens per Watt  142  147  148  151  150  150  150  153  153 

* Nominal data for 70 CRI. ** For additional performance data, please reference the Galleon Supplemental Performance Guide.

April 19, 2023 2:12 PM
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Performance Table, Drive Current “B”

Number of Light Squares 1 2 3 4 5 6 7 8 9

Nominal Power (Watts) 44 82 121 164 204 243 286 325 364

Input Current @ 120V 0.367 1.014 1.378 1.704 2.027 2.716 3.041

Input Current @ 208V 0.213 0.401 0.802 1.188 1.400 1.605 1.782

Input Current @ 240V 0.184 0.347 0.510 0.860 1.021 1.210 1.386 1.531

Input Current @ 277V 0.160 0.303 0.605 0.757 1.065 1.242 1.347

Input Current @ 347V 0.125 0.235 0.355 0.471 0.710 0.828 1.065

Input Current @ 480V 0.172 0.258 0.344 0.432 0.517 0.605 0.706 0.775

Optics

T2

 11,508  17,083  22,638  28,658  46,210 

Lumens per Watt  132  140  141  138  140  140  142  143 

T2R

 5,868  11,662  17,311  34,388  46,827  52,572 

Lumens per Watt  133  142  143  140  142  142  141  144  144 

T3

 5,710  11,347  16,845  22,322  28,258  33,461  45,565  51,155 

Lumens per Watt  130  138  136  138  137  140  141 

T3R

 11,710  17,383  23,035  34,530  40,558  47,020  52,788 

Lumens per Watt  134  143  144  140  143  142  142  145  145 

T4FT

 5,745  11,418  22,460  28,433  33,668  45,847  51,471 

Lumens per Watt  131  140  137  138  141  141 

T4W

 5,762  11,451  22,526  28,517  33,767  51,622 

Lumens per Watt  131  140  140  137  140  141  142 

SL2

 5,747  11,422  28,444  33,681  45,865 

Lumens per Watt  131  140  137  138  141  141 

SL3

 5,707  11,342  16,836  22,311  28,244  33,444  45,542 

Lumens per Watt  130  138  136  138  138  137  140  140 

SL4

 5,636  11,201  16,627  22,034  33,028 

Lumens per Watt  128  137  137  134  137  136  136  138 

5NQ

 17,727  35,214  41,362  53,835 

Lumens per Watt  137  146  147  143  146  145  145  148  148 

5MQ

 12,001  17,816  41,568  54,103 

Lumens per Watt  137  146  147  144  147  146  145  148 

5WQ

 6,026  17,778  35,315  41,480 

Lumens per Watt  137  146  147  144  146  145  145  148  148 

SLL/
SLR

 14,642  24,563  34,163  44,465 

Lumens per Watt  113  120  121  118  120  120  122  122 

RW

 11,806  17,526  23,224  34,813  47,407  53,222 

Lumens per Watt  135  144  145  142  144  143  143  146  146 

AFL

 5,814  11,555  17,153  22,730  28,775  34,073  40,021 

Lumens per Watt  132  141  142  141  140  140  143  143 

* Nominal data for 70 CRI. ** For additional performance data, please reference the Galleon Supplemental Performance Guide.

April 19, 2023 2:12 PM
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Performance Table, Drive Current “C” 

Number of Light Squares 1 2 3 4 5 6 7 8 9

Nominal Power (Watts) 57 108 160 213 321 377 481

Input Current @ 120V 0.478 1.338 1.810 2.244 2.675 3.150 3.584 4.013

Input Current @ 208V 0.532 0.780 1.064 1.313 1.845

Input Current @ 240V 0.243 0.458 0.664 1.123 1.328 1.582 1.788

Input Current @ 277V 0.213 0.404 0.582 0.808 1.164 1.401 1.745

Input Current @ 347V 0.164 0.322 0.471 0.644 1.117 1.414

Input Current @ 480V 0.121 0.235 0.341 0.681 0.814 1.022

Optics

T2

 7,154  21,107  35,408 

Lumens per Watt  126  132  132  131  132  131  131  133  133 

T2R

 7,250  14,408  28,344  35,881  42,487  57,857 

Lumens per Watt  127  133  134  133  133  132  132  135  135 

T3

 7,054  14,020  20,812  27,580  41,342  48,560  63,203 

Lumens per Watt  124  130  130  130  131  131 

T3R

 7,280  14,468  21,477  28,461  42,663  50,111  65,222 

Lumens per Watt  128  134  134  134  134  133  133  135  136 

T4FT

 14,107  27,751  35,130  48,860  56,646 

Lumens per Watt  125  131  131  130  131  130  130  132  132 

T4W

 14,148  21,003  27,832  35,233  41,720  56,812  63,781 

Lumens per Watt  125  131  131  131  131  130  130  132  133 

SL2

 7,101  14,112  27,761  35,144  41,614  56,668 

Lumens per Watt  125  131  131  130  131  130  130  132  132 

SL3

 7,051  14,013  20,802  27,566  41,321  48,535  63,172 

Lumens per Watt  124  130  130  130  131  131 

SL4

 20,543  27,223  34,463  40,808  62,386 

Lumens per Watt  122  128  128  128  128  127  127  130  130 

5NQ

 7,424  14,755  36,743  43,508  51,104  66,515 

Lumens per Watt  130  137  137  136  137  136  136  138  138 

5MQ

 7,461  14,828  22,012  43,725  66,846 

Lumens per Watt  131  137  138  137  137  136  136 

5WQ

 7,445  43,633  51,250  66,705 

Lumens per Watt  131  137  137  137  137  136  136 

SLL/
SLR

 6,132  12,187  30,348  42,210 

Lumens per Watt  108  113  113  113  113  112  112  114  114 

RW

 7,340  14,587  21,653  36,325  43,013  50,522  58,573  65,757 

Lumens per Watt  135  135  135  135  134  134  137  137 

AFL

 7,183  14,276  28,084  35,552  57,327 

Lumens per Watt  126  132  132  132  132  131  131  134  134 

* Nominal data for 70 CRI. ** For additional performance data, please reference the Galleon Supplemental Performance Guide.
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Performance Table, Drive Current “D” 
Number of Light Squares 1 2 3 4 5 6 7 8 9

Nominal Power (Watts) 65 125 184 245 368 433 552

Input Current @ 120V 0.546 1.041 1.535 2.082 2.578 3.070 4.114 4.605

Input Current @ 208V 0.318 0.610 1.504 1.786 2.113

Input Current @ 240V 0.276 0.523 0.758 1.046 1.282 1.516 1.806 2.041 2.274

Input Current @ 277V 0.241 0.460 0.662 1.133 1.325 1.807

Input Current @ 347V 0.187 0.370 0.543 0.740 1.085 1.285 1.628

Input Current @ 480V 0.138 0.537 0.663 0.782 1.057 1.173

Optics

T2

 7,872  15,645  23,225  30,777  46,135  62,824  70,530 

Lumens per Watt  121  125  126  126  126  125  125  127  128 

T2R

 15,854  23,535  31,188  46,751  63,663  71,472 

Lumens per Watt  123  127  128  127  128  127  127 

T3

 7,762  15,427  30,348  38,418  53,433 

Lumens per Watt  123  124  124  124  124  123  126  126 

T3R

 8,010  23,632  31,317  71,767 

Lumens per Watt  123  127  128  128  128  128  127  130  130 

T4FT

 7,810  15,522  23,043  30,535  38,655  45,772  53,763  62,330 

Lumens per Watt  120  124  125  125  125  124  124  126  127 

T4W

 7,833  15,568  23,110  30,625  62,513  70,182 

Lumens per Watt  121  125  126  125  125  125  125  127  127 

SL2

 7,813  15,528  23,052  30,547  38,670  53,784  62,354  70,003 

Lumens per Watt  120  124  125  125  125  124  124  126  127 

SL3

 7,758  30,332  45,468  53,406 

Lumens per Watt  123  124  124  124  124  123  126  126 

SL4

 7,662  15,228  22,605  52,742  61,146  68,646 

Lumens per Watt  118  122  123  122  123  122  122  124  124 

5NQ

 16,235  24,101  40,431  47,874  56,232 

Lumens per Watt  126  130  131  130  131  130  130  132  133 

5MQ

 8,210  16,316  24,221  40,632  48,113  56,512  65,517  73,554 

Lumens per Watt  126  131  132  131  131  131  131  133  133 

5WQ

 16,282  24,170  40,546  48,011 

Lumens per Watt  126  130  131  131  131  130  130  133  133 

SLL/
SLR

 6,747  13,410  46,445  53,846  60,451 

Lumens per Watt  104  107  108  108  108  107  107  110 

RW

 8,076  16,050  23,826  31,574  64,450  72,356 

Lumens per Watt  124  128  128  131  131 

AFL

 23,320  46,323  54,410  70,817 

Lumens per Watt  122  126  127  126  127  126  126  128  128 

* Nominal data for 70 CRI. ** For additional performance data, please reference the Galleon Supplemental Performance Guide.
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Control Options
0-10V (DIM)

Photocontrol 

After Hours Dim 

Dimming Occupancy Sensor  (SPB)

WaveLinx Wireless Control and Monitoring System 

-

LumenSafe Integrated Network Security Camera (LD)

Synapse (DIM10)
 

For mounting heights up to 15'  (SWPD4 and WOB) For mounting heights up to 40'  

WH

Black Black

Black

DP Dark Platinum

SPB/X Availability Table 

1

2

3

4 2

5 2 or 3

6 3

7 2, 3, 4 or 5

8 2, 3, 5 or 6

3 or 6

FSP-20
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